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Maintenance 
I. Remove fuse or shut off power to the dryer at fuse box.
2. With Allen wrench supplied with dryer, turn clockwise two Allen screws from bottom side

of dryer case.
3. Remove dryer cover.

CLEANING INSTRUCTIONS 
Read complete instruction before proceeding. Under normal use, cleaning the Dryer once a year 
will keep it in good operating condition. If the washroom traffic is heavier than nom1al, the 
cleaning should be done every 6 months. Lint and dust build up inside the dryer can result .in 
damage to motor. 

I. Tum off dryer at circuit breaker or fuse panel.
2. Turn clockwise two cover mounting screws from dryer cover using security hex key

provided. Support cover while removing screws.
3. Vacuum out dirt from blower and housing. Use caution not to damage wires or circuit

boards.
4. The motor inlet cover may be removed by unscrewing the (4) screws. This allows access to

the motor for cleaning or replacement.
5. Use soft-medium bristle Y," paint brush to clean dust and dirt from motor.
6. Replace cover. Place cover squarely over base and push flush to wal I. Turn cover mounting

screws counter-clockwise and tighten until snug. Do not over tighten.

Troubleshooting Chart 

S m tom Possible Cause s Corrective Action 

Dryer fails to start. 

Dryer will not shut off 
or runs 20 seconds, 
then will not re-start. 

A) No power to unit.
B) Defective motor.

Sensor is dirty, defective 
or there is a reflection. 

Check power to unit and connections. 
Replace motor. 

I. Check infra-red eye for dirt or
damage. Use plastic lenses cleaning
solution and a soft cloth. Dry lens with
a soft cloth.
2. Make sure that sensor is not getting
a reflection from another object.
3. After electricity has been applied to 
the dryer, it should turn on within few
seconds. Test by placing hands 3 to 6
inches below the nozzle.
4. Replace circuit boards.
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